Dictionary of terms used in the Heritage and fibrous plaster sector 

	Term and definition source 
	Proposed definition 
	Notes and amendments 

	artificially hydraulic lime. Hydraulic lime - Wikipedia
	The terms hydraulic lime and hydrated lime are quite similar and may be confused but are not necessarily the same material: hydrated lime is any lime which has been slaked whether it sets through hydration, carbonation, or both
	

	Calcification
CALCIFICATION English Definition and Meaning | Lexico.com
	The hardening of tissue or other material by the deposition of or conversion into calcium carbonate or some other insoluble calcium compounds.
	

	carbonatation
Carbonatation - Wikipedia
	Carbonatation is a chemical reaction in which calcium hydroxide reacts with carbon dioxide and forms insoluble calcium carbonate:
	

	diffusion 
Diffusion - Wikipedia
	Diffusion is the net movement of anything (for example, atoms, ions, molecules, energy) from a region of higher concentration to a region of lower concentration. Diffusion is driven by a gradient in concentration.
	

	Enrichment
	Enhancing the surface with ornamental plasterwork
	

	Fibrous plaster
	Fibrous plaster is a form of decorative plaster, composed of plaster of Paris and reinforced with layers of hessian that is then secured within a timber framework. In the past, fibrous plaster has been used to imitate more traditional plastering, which is lime-based and hand-moulded.
	

	fly ash
Fly ash - Wikipedia
	Fly ash, flue ash, coal ash, or pulverised fuel ash (in the UK) – plurale tantum: coal combustion residuals (CCRs) – is a coal combustion product that is composed of the particulates (fine particles of burned fuel) that are driven out of coal-fired boilers together with the flue gases.
	

	GRG plaster 
GRG: Glass Reinforced Gypsum | Saint-Gobain Formula (saintgobainformula.com)
	Glass Reinforced Gypsum (GRG) uses a combination of plaster, glass fibre matting/fibreglass chopped strands and metal/timber
	

	horse hair 
Horsehair - Wikipedia
	Horsehair is the long hair growing on the manes and tails of horses. It is used for horsehair plaster, a wallcovering material formerly used in the construction industry and now found only in older buildings
	

	hydrated lime (also known as slaked lime, high calcium lime or air lime)

 Calcium hydroxide - Wikipedia
	Calcium hydroxide (traditionally called slaked lime) is an inorganic compound with the chemical formula Ca(OH)2. It is a colourless crystal or white powder and is produced when quicklime (calcium oxide) is mixed or slaked with water. It has many names including hydrated lime, caustic lime, builders' lime, slack lime, cal, and pickling lime.
	

	Hydraulic lime 

Hydraulic lime - Wikipedia
	Hydraulic lime (HL) is a general term for varieties of lime (calcium oxide), which set through hydration. This contrasts with varieties of air lime slaked lime (calcium hydroxide), used to make lime mortar, the other common types of lime mortar, which set through carbonation (re-absorbing carbon dioxide (CO2) from the air).

Hydraulic lime provides a faster initial set and higher compressive strength than air lime and eminently hydraulic lime will set in more extreme conditions including under water.
	

	Jesmonite

Jesmonite Products from Hayles and Howe UK
	Jesmonite is an exceedingly strong yet light weight and versatile material capable of replicating any textured or coloured surface, offering structural advantages to those seeking to achieve a more pronounced profile for cornices. frieze plates or other mouldings and sculptures.
	

	 lath, 
Lath and plaster - Designing Buildings
	thin strips of timber nailed to timber joists or posts and then covered with built-up layers of plaster. Laths typically measure 25 mm x 6 mm, and are positioned about 6 mm apart from each other to allow the plaster to penetrate into the gaps between them.
	

	Lime plaster

Lime Plaster: Application, Advantages & Disadvantages (constructionor.com)
	Lime plaster is a type of plaster made of sand, water, and lime, usually non-hydraulic hydrated lime (also known as slaked lime, high calcium lime, or air lime). Ancient lime plaster often contained horse hair for reinforcement and pozzolanic additives to reduce work time.
	

	Lime Putty

What is Lime Putty? (infobloom.com)
	More properly known as calcium hydroxide, lime putty is used as the base material for a number of different applications in building construction. The process for creating it involves the combination of lime chalk or limestone fragments with water to produce a variety of different products.
	

	lime stucco 
	Traditional stucco is made of lime, sand, and water. Modern stucco is made of Portland cement, sand, and water. Lime is added to increase the permeability and workability of modern stucco. Sometimes additives such as acrylics and glass fibers are added to improve the structural properties of the stucco.
	

	Mould
	A hollow container used to give shape to liquid material when it hardens.
	

	Ornamental Plasterwork
	Products include 
Ceiling roses, Brackets, Cornices, decorative panels, fire surrounds, strapwork ceilings, enrichments, panel mouldings, wall friezes and ceiling plates, jesmonite, columns and domes 
	

	Plaster of Paris
	is hydrated calcium sulphate that is usually obtained from calcining gypsum.
	

	pozzolan 

Pozzolan - Wikipedia
	Pozzolans are a broad class of siliceous and aluminous materials which, in themselves, possess little or no cementitious value but which will, in finely divided form and in the presence of water, react chemically with calcium hydroxide (Ca(OH)2) at ordinary temperature to form compounds possessing cementitious properties
	

	Qadad lime plaster

Qadad - Wikipedia
	qudad is a waterproof plaster surface, made of a lime plaster treated with slaked lime and oils and fats. The technique is over a thousand years old,
	

	Running mould
RUNNING MOULD | Meaning & Definition for UK English | Lexico.com
	A pattern moving on fixed guides, used to shape cornices and other mouldings.
	

	SCAGLIOLA
Ornamental Plasterwork & Scagliola Specialists - Hayles and Howe
	Scagliola is a marble-like material made from plaster, pigments and glue, polished by hand to a brilliant shine.
	

	suspended ceilings 
SUSPENDED CEILING | Meaning & Definition for UK English | Lexico.com
	A ceiling with a space between it and the floor above from which it hangs.
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